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CO� Conveni-Pack Conveni-Pack ZEAS Multi-ZEAS
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Digital pressure gauge kit - BHGP26A1
Pressure gauge kit - KHGP26B140
Pressure Reduction Kit EKPRV1 -

Snowbreak hood*

(a+b+c+d) kit KPS26C504 KPS26C160 KPS26C504 KPS26C160 KPS26C280 KPS26C504

a. Air outlet KPS26C504T 
(left side) KPS26C160T KPS26C504T KPS26C160T KPS26C280T KPS26C504T

b. Air inlet (left) KPS26C504B - KPS26C504L KPS26C504L
c. Air inlet (right) KPS26C504L KPS26C160L KPS26C504R KPS26C504R
d. Air inlet (rear) KPS26C504R KPS26C160R KPS26C504B KPS26C160B KPS26C280B KPS26C504B

Air outlet KPS26C160T 
(right side) -

Air inlet (rear) KPS26C160B 
(right side) -

Central drain pan kit - KWC26C450** KWC26C160 KPS26C280 KPS26C450 KPS26C450*** x2
Modbus communication kit BRR9B1V1 BRR9A1V1 BRR9A1V1****
Booster unit - LCBKQ3AV19 -
Suction branch pipe for multi - EKHRQZM*****

Refnet header
- KHRQM22M29H8
-  KHRQ22M64H8
- KHRQM22M75H8

Refnet joint

- KHRQ22M20TA8
- KHRQ22M29T9
- KHRQ22M64T8
- KHRQ22M75T8

DSC601C51 -

DCM601A51 -

* Snowbreak hoods are field-supplied. For technical drawings and more information, contact your dealer. It is recommended to install a snowbreak hood when regular snowfall occurs. 
** In cold areas, provide a drain pan heater (field supply) to prevent drained water from freezing up in the drain pan  *** required for each module 
**** software update required (to be executed during commissioning)  ***** mandatory

Options  
for ZEAS and Conveni-Pack

SEE NEXT 
PAGE

SEE NEXT 
PAGE

Options
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BHGP26A1

The digital measurement display allows you to 
diagnose a unit at a glance and it can be used with all 
ZEAS and R-410A Conveni-Pack systems.

	› Digital measurement display for fixed installation  
or service applications.

	› Displays high and low pressure.
	› Displays error codes in the event of a fault.
	› Displays up to 32 operating parameters.
	› Displays error code history (last three).
	› Scrolls and stores output values.
	› Automatically returns to normal operating display 
mode.

Digital pressure gauge kit
BHGP26A1

Modbus communication kit
BRR9A1V1

Discharge pressure display

Suction pressure  

display MPa  display

The Daikin Modbus Communication Interface lets 
you fully integrate Daikin ZEAS and Daikin  
R-410A Conveni-Pack systems with building control 
automation networks and other monitoring systems.

The interface allows you to read all the operational 
parameters and control important values using 
the Modbus protocol. This unifying component 
transforms ZEAS and Conveni-Pack into a 
transparent, customisable refrigeration unit and 
means that you can create object-specific and 
energy-optimised shop concepts, including remote 
monitoring application.

Pro interfaces can be used to connect up to 32 
ZEAS units, and are also suitable for use with R-410A 
Conveni-Pack systems and the Booster.

Control values

	› Target evaporation temperature
	› Low pressure level for on and off points
	› Forced stop
	› Error messages can be cancelled remotely

BRR9AV1

Display values

	› Model information and operating status
	› Refrigerant operating pressure and temperatures
	› Electrical operating data and temperatures for 
components

	› Target values
	› Fan stage and compressor frequency, operating 
hours

	› Warning and error messages as well as system 
safety functions
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Modbus communication kit
BRR9A1V1

BRR9B1V1

Modbus communication kit

The Daikin Modbus Communication Interface lets you fully 
integrate Daikin ZEAS and Daikin CO2 Conveni-Pack systems with 
building control automation networks and other monitoring 
systems.

The interface allows you to read all the operational parameters 
and control important values using the Modbus protocol on 
refrigeration and comfort side. This unifying component transforms 
CO

2 Conveni-Pack into a transparent, customisable refrigeration 
unit and means that you can create object-specific and energy-
optimised shop concepts, including remote monitoring 
application.

Pro interfaces can be used to connect up to 7 CO
2 Conveni-Pack 

units.

More details and final information 
can be found by scanning or 
clicking the QR codes. BRR9B1V1

BRR9B1V1
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The present publication is drawn up by way of information only and does not constitute an offer binding upon 

Daikin Europe N.V. Daikin Europe N.V. has compiled the content of this publication to the best of its knowledge. No 

express or implied warranty is given for the completeness, accuracy, reliability or fitness for particular purpose of its 

content and the products and services presented therein. Specifications are subject to change without prior notice. 

Daikin Europe N.V. explicitly rejects any liability for any direct or indirect damage, in the broadest sense, arising from 

or related to the use and/or interpretation of this publication. All content is copyrighted by Daikin Europe N.V. 

Printed on non-chlorinated paper. 

Daikin Europe N.V. participates in the ECP programmes for 

Fan Coil Units and Variable Refrigerant Flow systems. Daikin 

Applied Europe S.p.A. participates in the ECP programmes for 

Liquid Chilling Packages and Hydronic Heat Pumps. Check 

ongoing validity of certificate: www.eurovent-certification.com 

ECPEN22-800

www.daikin.eu

Round Flow CO2 Cassette
Indoor unit for CO2 Conveni-Pack

360° AIR DISCHARGE  
FOR OPTIMUM  
EFFICIENCY & COMFORT

To respond to all shop requirements for 
comfort cooling and heating

Daikin Europe N.V.  Brussels Office · Naamloze Vennootschap · The Bridge · Chaussee de Mons 1424 · 1070 Brussels · www.daikin.eu
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